
폴리우레탄 방수 시스템

PolyUrethane Waterproofing

1) Exposure Type Water proofing 2) Non exposure type Water proofing

Protective Top Coating

2nd P/U Exposure Membrane
1st P/U Exposure Membrane

Primer

Concrete

Protective Concrete

2nd P/U Non-Exposure Membrane
1st P/U Non-Exposure Membrane

Primer

Concrete

PERFECT WATERPROOFING

PU Liquid-applied membrane Waterproofing system
- PERFECT PU-E (PolyUrethane Exposure Waterproofing)

- PERFECT PU-NE (PolyUrethane Non-Epoxy Waterproofing)

- 일반 옥상방수
- 지하철 내·외벽 방수
- 욕실, 화장실 등의 방수
- 건축물의 내·외벽 방수

용 도

- 내수성, 내구성, 내약품성이 우수합니다.
- 방수층이 파손되어도 보수가 용이합니다.
- 어떤 하지의 재질에도 접착력이 우수합니다.

특 성

 - 중도 작업시 폭염(상온 30℃ 이상)에서는 중도 작업을 피하여야 하나,
   불가피한 경우에는 직사광선이 적은 오후 늦게 시공하여 주십시오.
   (작업 적정 온도는 5~30℃입니다)
- 하지 내부에 수분이 존재할 때에는 완전히 건조시켜야 합니다.
- 습도가 높은날은 작업을 피해주십시오. (80% 이내 습도 추천)
- 시너 사용 시 최대 2% 이내 사용하십시오.
   (PU, EPOXY 전용 시너 혼용 절대 금지)
- 2액형 제품은 기포가 들어가지 않도록 전동공구를 사용하여 충분히
  골고루 혼합하여 주십시오.
- 직사광선을 피해 건조 한 곳에 보관하시오.
- 실내에 보관하십시오.

주의사항

- Genaral roof
- Basement internal and extermal walls
- Bathroom, Toilet, etc.
- Internal and external walls of building

Uses

- Excellent in water resistance, durability and chemical resistance
- Easy to repair any damaged waterproofing film
- Excellent in adhesion to any materials of substarte

Characteristic

- Please stop work in hot weather. (more than 30 degrees)
  But if no, please work late in the afternoon.
  (Proper working temperature is 5~30 degrees)
- When moisture is present in the base, it should be completely dried.
- Avoid working on high humidity days.
  (Recommended humidity wihtin 80%)
- When using thinner, please use within 2% max
  (Pu or EPOXY, Use only the dedicated thinner)
- Mix thoroughly with a power tool to prevent air bubbles from entering
  the 2part type products.
- Please avoid direct sunlight and store in a dry place.
- Please keep it inside.

Precautions

* For further information, please refer to Material Safety Data Sheet (MSDS).
* 기타 상세한 자료는 물질안전보건자료 (MSDS)를 참조하십시오.

Waterproofing System
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